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Department of Natural Resources 
Water Quality Division 
P.O. Box 30028 
Lansing,, MI 48909 

Attn: Mr. Thomas Newell 

Dear Mr. Newell: 

Per your letter, enclosed are adderxJums III and IV to the PIPP with the 
requested modification. The modification on the drum storage area is a 
temporary measure vhich will provide the necessary protection until a 
more permanent solution is engineered. An addendum will be submitted 
prior to installation. 

Very truly yours, 
Ren Plastics, 
a Ciba-Qeigy Co. 

Michael L. Munsell 
Industrial Health/Safety Coordinator 

Enclosures 
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Pollution Incident Prevention Plan 

Addendum III 

Surface Drains in Vicinity of Outside E)rum Storage Area. 

There are two surface drains in the vicinity of the drum storage area. 
These will be converted to manually controlled^ drains that will be closed 
except to drain water from the area. Prior to opening, the drains,, a 
visual inspection of all drums on the pad will be made to check for 
leakage. If a leaking drum is detected, the water will not be released 
until it is determined that the organics content of the accummulated 
water is at an acceptable level. If it is higher than acceptable, the 
vrater will be put into drums to be disposed of by incineration. 
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Pollution Incident Prevention Plan 

Addendum IV 

Underground Storage Tanks 

As described in Section I, there are a total of eleven underground 
storage tanks. Seven are contained in an area with drainage tile around 
them. Ihe tile is connected to the storm sewer vhich runs to the Red 
Cedar river. Tb monitor these tanks the following steps will be under
taken in addition to the previously described activities. 

1. All of the tanks will be pressure tested for integrity. On the 
proE^^lene oxide storage tanks, the N2 feed will be cut and a 
determination of pressure loss will be made. Ch the other 9 
tanks, pressure testing will be done by a contractor. 

2. Bie effluent from the storm sewer will be monitored for its TOC 
content three times a week. If there is a sudden gross increase 
in the TOC content, analysis for the responsible material will be 
made to determine if it is a material stored in the tanks. If 
the contaminant can be trac^ to one of our tanks, a corrective 
program that includes draining of the tank, inspection and 
replacement if necessary. The DNR will be notified of the 
result. 
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